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2 ® Barometric Oilless (BOL) Bearing for long life span and silent spinning
- ® Working ambient temperature up to 70°C
‘E ® Solid appearance with high quality texture
m ® 12V / 7V | 5V combo adapter for 3 speed modes
Lo,
70D

m Model Name LP70D08R LP70D09R LP70D12R
: Dimension (mm) 80 x 80 x 25 92 x 92 x 25 120 x 120 x 25
° Bearing Type Barometric QOilless Bearing (BOL Bearing)
= Speed (RPM) 2600 | 1700 | 1200 | 2400 | 1600 | 1100 | 1600 | 1200 | 900
m Air Flow (CFM) 42.64 | 29.38 | 23.27 | 45.72 | 32.16 | 27.00 | 68.48 | 51.70 | 38.83
u Air Flow (m%h) 72.49 | 49.95 | 39.56 | 77.72 | 54.67 | 45.90 |116.42| 87.89 | 66.01
I Static Pressure (mm-H,0) 3.02 | 150 | 0.88 | 222 | 142 | 0.87 | 1.90 | 1.26 | 0.74
= Noise (dBA) 25 21 17 25 20 16 24 20 16
o Rated Voltage (V) 12 7 5 12 7 5 VA 7 5
m Input Current (A) 0.20 | 012 | 0.09 | 0.20 | 0.14 | 0.10 | 0.25 | 0.15 | 0.10
n Input Power (W) 24 | 084 | 045 | 240 | 0.98 | 0.50 | 3.00 | 1.05 | 0.50
m MTBF (hours) 100,000

Connector 3 Pin

Accessory Metal screws x 4, 12V / 7V / 5V Combo adapter x 1
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